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PRP LTPModel 
kVA kW kVA kW

Fuel cons. 
PRP@75% 

l/h

50 Hz - 1500 rpm - 400/230 V Dimensions and weight
Open on skidbase

LxWxH mm kg LxWxH mm kg
Soundproofed Silent version

MI0770SWD 770 616 850 680 126 4000x1650x2200 6500 F 6000x2180x2400 (1) 7980
MI1000SWD 1000 800 1100 880 167 4300x2000x2400 9000 G 7000x2400x2700 (1) 11800
MI1280SWD 1280 1024 1400 1120 205 4320x2000x2250 9500 35' 10500x2435x2990 (1) 17300
MI1400SWD 1400 1120 1500 1200 211 4400x2000x2250 9650 35' 10500x2435x2990 (1) 17450
MI1750SWD 1750 1400 1920 1536 260 5100x2000x2250 (1) 12000 35' 10500x2435x2990 (1) 19000
MI1900SWD 1900 1520 2100 1680 298 5100x2000x2550 (1) 12530 35' 10500x2435x2990 (1) 19530
MI2000SWD  2000 1600 2200 1760 324 5635x2392x3315 (1) 14100 40' 12190x2435x2990 (1) 22900
MI2280SWD  2280 1824 2500 2000 370  contact headquarters 
MI2400SWD  2400 1920 2640 2112 370  contact headquarters  
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(1) Dimensions refer to the genset only, excluding exhaust muffler and/or remote radiator, whichever is applicable

Type
Model 

Gov.

Diesel engine Alternator

Mecc Alte

MI0770SWD S12A2-PTA 657 724 TCA 12V 33930 E LSA 49.3 M8 MJB 355 MB4 ECO43-1S/4
MI1000SWD S12H-PTA 890 980 TCA 12V 37110 E TAL049E MJB 400 MB4 ECO43-1M/4
MI1280SWD S12R-PTA 1080 1190 TCA 12V 49030 E LSA 50.2 L7 MJB 400 LB4 ECO43-2L/4
MI1400SWD S12R-PTA2 1165 1285 TCA 12V 49030 E LSA 50.2 L8 MJB 450 MB4 ECO43-VL/4
MI1750SWD S16R-PTA 1480 1620 TCA 16V 65370 E LSA 52.3 S5 MJB 450 LB4 ECO46-2S/4
MI1900SWD S16R-PTA2 1630 1790 TCA 16V 65370 E LSA 52.3 S6 MJB 500 SC4 ECO46-1L/4
MI2000SWD  S16R-F1PTAW2 1777 1947 TCA 16V 65370 E LSA 52.3 S6 MJB 500 SC4 ECO46-1L/4
MI2280SWD  S16R2-PTAW 1899 2106 TCA 16V 79900 E LSA 52.3 L9 MJB 500 LA4 ECO46-1.5L/4
MI2400SWD  S16R2-PTAW-E 1986 2193 TCA 16V 79900 E LSA 52.3 L12 MJB 500 LA4 ECO46-2L/4
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